
PERFORMANCE CURVE

SPECIFICATIONS
Model Name   MZ360    MZ360 Reduction Type

Bore x Stroke   85 x 63 mm   85 x 63 mm

Displacement   357 cc    357 cc

Compression Ratio   8.1:1    8.1:1

Max Power (Net)*   7.6 NM (10.2 hp) @ 3600 rpm  7.6 NM (10.2 hp) @ 1800 rpm

Rated Power (Net)*   6.3 kW (8.4 hp) @ 3600 rpm  6.3 kW (8.4 hp) @ 1800 rpm

Max Torque (Net)*   23.9 Nm (17.6 ft-lbf) @ 2400 rpm 47.8 Nm (35.3 ft-lbf) @ 2400 rpm

Fuel    Unleaded Gasoline   Unleaded Gasoline

Fuel Tank Capacity   6.7 L (1.8 gal)   6.7 L (1.8 gal)

Ignition System   T.C.I.    T.C.I.

Spark Plug   NGK BPR4ES   NGK BPR4ES

Lubrication System   Mechanical Splashing  Mechanical Splashing

Oil Capacity   1.1 L (1.2 qt)   1.1 L (1.2 qt)

Dry Weight   33Kg (73.8 lb)   36Kg (79.4 lb)

Dimensions (L**xWxH)  424.5 x 451 x 481 mm  450 x 451 x 481 mm

* Net horsepower and torque are measured on a production engine with the factory-installed air cleaner and muffler using Yamaha-developed test standards. Actual power output of a particular engine 
can vary due to manufacturing tolerance differences, as well as numerous factors such as ambient operating conditions, how the engine is maintained, the type of equipment being powered, and 
variances in the installation, including the intake and exhaust systems, fuel delivery, and engine cooling.
** Length dimension with Type A PTO.
*** Fuel consumption estimates are based on Yamaha testing of a production engine with the factory installed air cleaner and muffler. Actual fuel consumption will vary due to the same factors that can 
affect engine power as well as the operating speed in the application and other variables.
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